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ZODIAC CADET RIB ALUMINIUM HULL 

DL (Deck and locker) version 

 

 

  
 

 

 

       Key Features 

 
▪ Optimized Weight W/2,5mm ultra light Hull 

▪ Flat deck with underdeck fuel hose routing 

▪ Bow locker (possible to fit the fuel tank) 

▪ 4 models : 300/330/360/390 

▪ Large tube diameter for a safe and dry ride 

▪ Complete equipment including seat bag and dry bag, integrated lifting points 

▪ Competitive pricing 
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       Technical specifications 

  

 

Model CRA 300 DL CRA 330 DL CRA 360 DL CRA 390 DL 

Item Code Z11215 Z11216 Z11217 Z11218 

Overall length (m) 3,03 3,33 3,63 3,93 

Inside length (m) 2,1 2,3 2,7 3 

Overall width (m) 1,67 1,67 1,67 1,67 

Inside width (m) 0,78 0,78 0,78 0,78 

Tube diameter (m) 0,41 0,41 0,41 0,41 

Nb of compartments 3 3 3 3 

Max load (kg) 463 548 558 643 

Max passengers 5 6 6 7 

Boat net weight (kg) 58 62 68 74 

Max engine power (ch) 15 15 30 30 

Max engine power ( kw) 12 12 23 23 

Max engine mass (kg) 56 56 89 89 
 

 
Indicated measurements may vary by +/- 3%, or +/- 5% for weight and speed measurements. Maximum permitted load is calculated using ISO standards. Caution is advised when 
operating fully loaden boats. Recommended power is based on optimal use of the boat’s abilities under average load. Depending on use, choose either maximum (waterskiing) or 
minimum power (fishing, cruising). The manufacturer’s plaque specifies maximum permitted power. The power of your boat must not exceed this under any circumstances. Maximum 
speeds are intended as a guide only; they were measured in ideal conditions by professional pilots with one person aboard. They may vary according to make of motor, boat load, 
propeller type and water conditions. * "Maximum allowed power only advised for experienced, highly skilled, pilots." 

 
 

     STANDARD EQUIPMENT : 

 

HULL/DECK TUBE 
Powder coated aluminum hull 
Anti-slip flat deck 
Bow storage/anchor locker 
Full length keel guard 
Integrated transom supports 

Mehler® tube fabric 
Welded seams 
Flush mount non-return valves 
Deflecting rubbing strake 
4 carrying handles 

 

STANDARD EQUIPEMENT 
Removable seat 
Lifting points and towing eyes 
Tow bridle points 
Seat cushion/under seat bag 
Zodiac dry bag 
Foot pump, oars, repair kit 
 

 

 


